
CREASING AND FOLDING

Creasing and folding 
in one pass.

CRF-362

CRF-362
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2 CREASING AND FOLDING FOR
HEAVIER SHEETS IN ONE PASS.
Avoid cracking of digitally-printed stocks.
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 Folding 

Creasing 

  Creasing  
There are three types of the creasing; only creasing, creasing on covers for binding and creasing for folding. 
Perforation can be also m

ade using the optional PRF-36 Im
pact Perforation U

nit.

�
O

nly Creasing  

 
 

�
Creasing on Covers for Perfect Binding (Creasing Patterns)  

O
ne Line 

(For a thin book)

Five Lines w
ith Flap 

(Spine, H
inge and Flap)

Tw
o Lines 

(Spine O
nly)

Five Lines w
ith Flap 

(Spine, H
inge and Flap)

Four Lines 
(Spine and H

inge)

Six Lines w
ith D

ouble Flap 
(Spine, H

inge and D
ouble Flaps)

  Folding  

After the creasing, the sheets are folded in the follow
ing fold patterns.

SHEET FLOW

Parallel Fold
Accordion Fold

Short Fold
Letter Fold

D
ouble Parallel Fold

O
pen G

ate Fold
O

pen G
ate Fold 

(w
ith creasing line)
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DETAILS FOR EACH DEVICE.

 �W
hen operated w

ithout folding, the 
creaser can process 400 gsm

 for 
heavier stocks. (The stopper for long 
sheets is necessary.)

 �The support table for longer sheets 
is used w

hen the sheet length is 
650 m

m
 / 25.5" or longer. The 

m
axim

um
 sheet length w

hich can 
be loaded is 865 m

m
 / 34.0".
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4
  QUALITY CREASING

U
p to 10 creasing lines can be 

perform
ed in one pass. Creasing depth 

can be adjusted. U
p and dow

n creasing 
are perform

ed in one pass. Creasing 
positions can be adjusted in increm

ents 
of 0.1 m

m
 / 0.004"

1
  TOUCH PANEL

N
ew

ly equipped high resolution 
touchscreen provides intuitive 
operation. Changeovers including fold 
pattern, creasing num

ber and up / 
dow

n crease selection can be done 
easily at this screen. U

p to 200 jobs can 
be stored in m

em
ory for easy recall.

2
  RELIABLE SHEET FEEDING

U
niquely designed suction belt 

feeding system
 enables stable feeding 

perform
ance even w

ith heavier sheets. 
An ultrasonic  sensor ensures m

iss or 
double detection regardless of the print 
im

age or thickness of sheets.

3
  SHEET REGISTRATION

Sheets align to the register guide to 
ensure straight feeding for accurate 
creasing and folding. Sheet skew

 can 
be adjusted by changing the transport 
roller pressure on the registration 
guide.

5
  W

IDE VARIETY OF FOLDING

The large-diam
eter fold rollers are 

equipped for heavier stocks. Folding 
patterns include parallel fold, short 
fold, letter fold, double parallel fold, 
accordion fold, and open gate fold. 

6
  DUAL DELIVERY

Folded jobs are delivered to the upper 
conveyor and neatly stacked for easy 
job handling. Flat creased jobs are 
delivered to the low

er tray.
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6 OPTIONS.

Creasing units for different w
idths of creasing lines are available.

The follow
ing creasing units are available as options:

�
Positive creasing unit for 0.5 m

m
 / 0.020” (thin)

�
Positive and negative creasing units for 2.0 m

m
 / 0.079” (thick)

CREASING UNIT

First creasing unit can be replaced w
ith the im

pact perforating unit to
m

ake the perforation vertically to the transport direction.

 PRF36 IM
PACT PERFORATION UNIT

Creaser and Folder  CRF-362
7

1,430
56.3”

701
27.6”

C
R
F-362

2,742 or 108.0”

2,297 or 90.5”
230
9.1”

215
8.5”

1,678 or 66.1”

C
R
F-362

SPECIFICATIONS.
M

achine D
im

ensions. (U
nit: m

m
 or inch)

(Top View
)

(Front View
)
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W
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M
ax. 364 x 865 m

m
 or 14.330” x 34.055”

M
in. 105 x 180 m

m
 or 4.134” x 7.087”

H
ow

ever, the sheet length is lim
ited

depending on the fold pattern.

Parallel Fold:
L 180 to 865 m

m
 or 7.087” to 34.055”

Letter Fold:
L 276 to 650 m

m
 or 10.867” to 25.590”

Accordion Fold:
L 276 to 650 m

m
 or 10.867” to 25.590”

Short Fold:
L 420 to 431.8 m

m
 or 16.536” to 17.0”

D
ouble Parallel Fold:

L 276 to 865 m
m

 or 10.867” to 34.055”

O
pen G

ate Fold:
L 276 to 865 m

m
 or 10.867” to 34.055”

Single Flap:
L 347 to 865 m

m
 or 13.662” to 34.055”

H
ow

ever, the distance betw
een the end of 
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m

m
 (2.717”) or longer.

69 m
m

 

(2.717") or longer

D
ouble Flaps:

L 416 to 865 m
m

 or 16.378” to 34.055”
H

ow
ever, the distance betw

een the end of 
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m
 (2.717”) or longer. Also, the distance 

show
n below

 should be 255 m
m

 (10.039”) or 
shorter.

69 m
m

(2.717") or longer
255 m

m
 (10.039") or shorter
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N
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al Paper: 
80 to 350 gsm

 (w
ith Folding)

80 to 400 gsm
 (w

ithout Folding)

Coated Paper (G
loss, M

atte):
105 to 350 gsm

 (w
ith Folding)

105 to 400 gsm
 (w

ithout Folding)

Lam
inated Paper:

0.2 to 0.4 m
m

 or 0.0079” to 0.0157” (w
ith Folding)

0.2 to 0.5 m
m

 or 0.0079” to 0.0196” (w
ithout Folding)
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M
ax. 10 Creasing Lines

P
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4,500 sheets per hour (A4 / one creasing line and fold)
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Single Phase 200 to 240 V, 50 or 60 H
z

Single Phase 208 V, 60 H
z (O

nly for the U
nited States)
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Single Phase 200 to 240 V, 50 or 60 H
z, 6.0 A
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2,742 x D

701 x H
1,430 m

m
 or W

108.0" x D
27.6" x H

56.3"

M
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345 kg or 760.0 lb
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Smart Binding System
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”

2,280 or 89.8”

2,085 or 82.1”

2,830 or 114.4”
345

13.6” 
400

15.7”
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0 
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.8

”    

2,350 or 92.5”

1,
16

0 
45

.7
”

V-30S

3,430 or 135”

1,120 or 44.1”

47
5

18
.7

”

1,
05

0
41

.3
”

PSX-56 BQ-270V HT-30C

AFC-566FKT

Computerized Cross Folder

AFC-566FKT

SIGNATURE BOOK/JOB PRODUCTION
Each job is processed one by one, making it easier to 
schedule and control jobs. The sheets are folded into 
signatures at the folder and accumulated into book blocks at 
the presser/stacker. This process makes it easier to handle 
���������������������"��	��������
�	�����

VARIABLE SIZE FINISHING
����������������������	���	������ ������
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without changing the format at the folder by reading a 
unique code at the trimmer. The changeover via servo motor 
is done quickly to match the various sizes.

JOB TRACKING
Signature order is tracked by barcode and ejected if it is in 
the wrong order. A book block and cover matching system is 
also available to match book block and cover by barcode.

CONSISTENT WORKFLOW WITH PRE-PRESS
The pXnet bindery control system accepts JDF setup data 
��
���������������������������������!������������������
�
manage the binding process.
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printed sheets. Collated cut sheets are processed 
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Press Stacker

PSX-56

Three-side Trimmer

HT-30C

Variable Cutting Kit

V-30S

1-Clamp Binder

BQ-270V

BQ-270V + HT-30C
Binder + Trimmer

(Top View)

BENEFIT

SPECIFICATIONS.
Machine Dimensions. (Unit: mm or inch)


